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TECHNICAL SPECIFICATIONS

Height [mm] 1950

Width [mm] 1095

Depth [mm] 1095

CAPACITY [COMPARTMENTS/SHELVES OF ONE TYPE]

240 × 160 mm 120

160 × 160 mm 180

240 × 80 mm 240

240 × 53 mm or 160 × 80 mm or 80 × 160 mm 360

160 × 53 mm 540

80 × 80 mm 720

53 × 80 mm 1080

OTHER

Operating temperature [°C] 5 - 40

Weight [kg] 750

Current consumption [watts] standby: 15 / distribution: 100

Voltage [V] 230 / 1 A

Permissible load [kg] 185

DIMENSIONS IN MM NUMBER
OF COMPARTMENTS A B C D

1080 80 53 437 7

720 80 80 437 11

360 80 160 437 23

540 160 53 437 7

360 160 80 437 11

180 160 160 437 23

360 240 53 437 7

240 240 80 437 11

120 240 160 437 23

VENDING MACHINE D1080
» MULTI-PURPOSE AUTOMATIC DISPENSER

The D1080 is a self-service machine that automatically dispenses up to 1080 
different products. Based on the rotary drum principle, it allows you to store 
a large number of products in a small space. A touch screen provides the user 
with intuitive and intelligent machine management and, thanks to the pat-
ented compartment scanning system, product loading is quick and easy. For 
the D1080, it is possible to connect a barcode reader and an auxiliary machine 
without a user panel.

PRODUCT COMPARTMENT ADJUSTMENT FUNCTION

The machine’s impressive load capacity is achieved by adjusting the 
compartments in width and height in 9 configurations. The com-
partments can be of different sizes. The easy change of settings al-
lows you to adjust the capacity of the machine to the current needs.

3 PRODUCT LOADING OPTIONS

In the first op-
tion, the load-
ing takes place 
through an 

open-ended door. This 
is ideal if you need to 
replenish large quanti-
ties of the same type of 
product.
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The second 
option is rec-
o m m e n d e d 
for products 

of various types, loaded  
through a flap in the 
door of the vending ma-
chine.
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The third 
option is an 
i n n o v a t i v e 
s c a n n i n g 

drum system which 
automatically detects 
where products have 
been loaded into the 
machine and significant-
ly reduces loading times.
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Available in BASIC, 
PRO and „T” version



ASD SYSTEMS POLSKA Spółka z ograniczoną 
odpowiedzialnością Spółka komandytowa

ul. Sobieskiego 105
43-300 Bielsko-Biała 

Technical Support - Helpdesk  
+48 33 444 0000

helpdesk@asdsystems.pl

Commercial details 
+48 33 444 00 01

kontakt@asdsystems.pl

www.asdsystems.eu

EN


